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H a r d w a r e  R e q u i r e m e n t s  a n d  S e t u p 
PC HardWare Requirements : 
HDD, CD Rom, 486 PC or above, with available USB mini B / USB port 
EGA or higher monitor 
4M bytes or more memory size 
 
PC HardWare Setup : 
1) Switch off all power related to the PC 
2) Connect the USB cable to USB port 
3) Switch on all related power 
4) Connect the USB mini B cable to the meter 
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Software Requirements and Setup 
1 Start up windows system 
2 Close all other applications 
3 Insert the disk in CD drive 
(if autorun does not start, open the CD drive then run “SetupInterface.exe” ) 
Follow the on-screen instructions. 

 
Click Software Install 

1). 

 
Setup will run automatically. 
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2). 

 
Click Next> button 

 
 
3). 

 
Click Install> button 
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4). 

 
Setup will run automatically. 

 
5). 

 
Click Finish button to complete. 
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On-Line Operation 
 Run the software 

1. Click  icon. 
 

2. Check COM Port  

 
 

3. Main software screen 
Device connecting 
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No Device Connection Or COM Port Error 

 
4. Click Main toolbar  Setting comport. 

 
 Device select: DOS 700 
 Comport select: PC link device comport 

 Click  button. 
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Data Convert 
Apply for Excel 

Open Microsoft Excel, find the file saved in Excel type, for example, test.xls. 

 
or find any file already saved in HDD, for example, sample.dat. 

 
The "Text Import Wizard" then appears. Follow the steps 1 to 3 to complete. 

 
Click Next> button 
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Click Next> button 

 

 
Click Finish button 
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Apply for Graph 
Open a saved data file in the software program and then click  .  

 

Click  Button  . Click  
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Histogram & Ln ( Percentile Sound Level ) 
Open a saved data file in the software program and then click . 

 
 In the window above, click  for the Revolution of 1 dB 

 
Click  for the Revolution of 0.1 dB 

 
Click  Button to print 
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Control Panel 

Click  Item. Don’t show control panel. 
 

 Click  button or Device item , Show control panel. 
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1. LCD Contrast Setting 

Click  Button. 
Device LCD Contrast setting Get OK. 

   
Device LCD Contrast setting Get fail. 

   
 

Click  Button. Show  is set OK. 
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2. Pause Setting 
Click  Button. 
Device Pause setting Get OK. 

   
Device Pause setting Get fail. 

   
 

Click  Button. Show  is set OK. 
3. LCD APO Setting 

Click  Button. 
Device LCD APO setting Get OK. 

   
Device LCD APO setting Get fail. 

   
 

Click  Button. Show  is set OK. 
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4. LED Alarm Setting 
Click  Button. 
Device LED Alarm setting Get OK. 

   
Device LED Alarm setting Get fail. 

   
 

Click  Button. Show  is set OK. 
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5. DosiMeter Setting 
Click  Button. 
Device DosiMeter setting Get OK. 

   
Device DosiMeter setting Get fail. 

   
 

Click  Button. Show  is set OK. 
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6. Auto Lock Keypad Setting 
Click  Button. 
Device Auto Lock Keypad setting Get OK. 

   
Device Auto Lock Keypad setting Get fail. 

    

Click  Button. Show  is set OK. 
7. Timers Setting 

Click  Button. 
Device Timers setting Get OK. 

   
Device Timers setting Get fail. 

   

Click  Button. Show  is set OK. 
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8. Auto Scroll Screens Setting 
 

Click  Button. 
 
Device Auto Scroll Screens setting Get OK. 
 

   
 
Device Auto Scroll Screens setting Get fail. 

   
 

Click  Button. Show  is set OK. 
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9. Screen Setting 
Click  Button. 
Device Screen Setting Get OK. 

   
Device Screen Setting Get fail. 

   

Click  Button. Show  is set OK. 
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10. Welcome Text Setting 
Click  Button. 
Device Welcome Text setting Get OK. 

   
Device Welcome Text setting Get fail. 

   

Click  Button. Show  is set OK. 
 
 

11. Calibration Setting 

Click  Button. 

  

Click  Button. Show  is set OK. 
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12. Lunch Time Setting 

Click  Button. 
Device Get Lunch Time OK 

  

Click  Button. Show  is set OK. 
 

13. Record Interval Time Setting 

Click  Button. 
Device Get Interval Time OK 

 

Click  Button. Show  is set OK. 
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RTC ( Real Time Clock) 
 

Click   on the Menu Bar to set the meter time to PC system time. 
 

 
 

Click  Button. Show  is set OK. 
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Read SD Card 
 Click  on the Menu Bar to Read SD card 

 
 
Click on a SET number to view the set’s details. 
 

 
Click  buttom to Export PDF File. 
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Delete SD Card File 
 

Click  on the Menu Bar to Erase SD card 

   
  

Click  Buttom. Erase memory data. 
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Language 
 Click  Buttom . Show 
 

 


